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Company name:

16/06/2022

Rated speed:

Efficiency:

Motor efficiency at full load:
Motor efficiency at 3/4 load:
Motor efficiency at 1/2 load:
Number of poles:
Enclosure class (IEC 34-5):
Insulation class (IEC 85):
Built-in motor protection:
Motor No:

Bearing insulation type N-end:
Controls:

Frequency converter:
Pressure sensor:

Others:

Net weight:
Gross weight:
Shipping volume:
Country of origin:
Custom tariff no.:

Minimum efficiency index, MEI =:

N Created by:
Phone:
GRUNDFOS »\
Date:
Description Value
Starting current: 780-910 %
Cos phi - power factor: 0.88-0.86

2910-2920 rpm
IE3 90,1% - IE3 90,4%
90.1-90.4 %

90.8 %

90.8 %

2

55 Dust/Jetting

F

PTC

87370377

STEEL BEARING

NONE
N

0.59

172 kg
193 kg
0.395 m?
HU
84137059
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Company name:

N Created by:
Ph :
GRUNDFOS »\
Date: 16/06/2022

98973439 NK 40-200/188 AA2F2AESBQQEMW1 50 Hz
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Note! All units are in [mm] unless others are stated.
Disclaimer: This simplified dimensional drawing does not show all details.
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Company name:

N Created by:
Ph :
GRUNDFOS »\
Date: 16/06/2022

98973439 NK 40-200/188 AA2F2AESBQQEMW1 50 Hz

h

TO AMPLIFIER

RELAY
L1 2| L3 @

Q"

CONNECTED TO AMPLIFIER RELAY FOR CONTROL OF MAIN SUPPLY

IEC TP211 THERMALLY PROTECTED WHEN THE THERMISTORS ARE
THERMISTORS PTC ACCORDING TO DIN 44082

TO AMPLIFIER
RELAY

Note! All units are in [mm] unless others are stated.
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Company name:

Created by:
Phone:

Date:

16/06/2022

Order Data:

Product name: NK 40-200/188
Amount: 1

Product No: 98973439

Total: Price on request
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